
MODIFIED

V-HULL

Members of National Marine Manufacturers Association, Polar Kraft is NMMA certified. 
You can be assured the Polar Kraft fishing boat meets or exceeds the stringent 
standards in the marine industry.

No matter what the water or the weather might throw at you, Polar Kraft’s Modified V-Hulls will always run smooth and dry.  
With its all-welded, wood-free design, you might even say it’s in a class of its own.

1	 Beveled transom
	� Tubular aluminum construction with angled corners adds structural 

integrity, improves handling and turning plus reduces backwash.
 
2	 REINFORCED LIDS
	� Formed aluminum reinforcement is spot welded to each lid to 

maximize stability and support while standing on them.

3	 PAINT
	� Paint looks sharp and durable, too — standing up to water,  

UV rays and chemicals. Its high-gloss finish comes from our  
meticulous “baking” process.

4	molded  helm
	� The custom molded helm console features a quick release  

windscreen which detaches and makes cleaning easy.

5	 CARPET
	� 20 oz. marine-grade carpet. Attractive. Durable.

6	 URETHANE CLOSED-CELL FOAM FLOTATION
	�� To achieve level flotation certification, we fill every available cavity  

with closed-cell urethane foam flotation. It adds sound dampening,  
hull stiffening and extra floor support while minimizing water  
absorption that could add to the boat’s weight – and it won’t break  
down if exposed to gas or oil.

7	 Computer Precision
	� We use a computer-assisted plasma torch to produce exact cuts on 

each sheet of aluminum. 

8	 Extruded Aluminum V-stems
	 �Custom extruded aluminum V-stem reinforces and protects our 0.100 

all-welded hulls and provides impact protection for beaching.

9	 ALL WELDED CONSTRUCTION
	 �No screws or rivets used for fastening –  

just 100% welding of aluminum  
to aluminum for many years of boating 
and a lifetime limited warranty on  
the weldments.

10	 Heavy Duty Extruded Aluminum Gunnels
	� The gunnels are made from a heavy duty aluminum extrusion which 

strengthens as well as helps shape and reinforce the hull.

WATER TESTED
To ensure the hull’s watertight integrity, each  
boat undergoes a hydraulic-assisted pressure 
test during production.
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